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          The DMX patchgrid gives an overview of channel allocation and the DMX channel value output. The cable con-
        

        
          figuration of shows can be controlled and modified via Drag&Drop.
        

        
          DMX patchgrid
        

        
          The WECS II hardware is able to exchange data
        

        
          with the WEPS-RDM-monitor. So it can write, for
        

        
          example, DMX addresses in the devices or read out
        

        
          sensor data and other device-specific parameters.
        

        
          RDM (Remote Device Management) capable devi-
        

        
          ces are listed. These can be linked to the particular
        

        
          „Assemblies“ with Drag&Drop.
        

        
          RDM monitoring
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          The products shown/offered are designed exclusively for the described purpose. If the products we have cited are used inappropriately, we assume no liability whatsoever for defects or damage that occurs due to this circumstance.
        

        
          Text and image descriptions do not constitute any assurances of characteristics. Minor deviations in our products do not constitute a defect. Use of our image data is only permitted after obtaining prior written approval from OASE.
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          512 channel RDM/DMX output
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          1024 channel RDM/DMX output
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          Easy to use front panel setup
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          Operating & monitoring (Live page)
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          WECS II 512/DMX/02 WECS II 1024/DMX/02
        

        
          WECS II overview
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          Any number of shows or sequences for a project can be saved
        

        
          on the micro SD card (4GB included).
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				        Warning.

				        You are currently viewing the SEO version of !text.
It has a number of design and functionality limitations.

				        

				        We recommend viewing the Flash version or the basic HTML version of this publication.
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