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          Schematic diagram: UVC in combination with OASE
        

        
          
            BioTec Premium
          
        

        
          
            NEW
          
        

        
          BioTec Premium
        

        
          • Intelligent filter system for near-to-nature ponds to 80 m³ and
        

        
          fish ponds up to 40 m³
        

        
          • The automatic coarse debris extraction easily flushes the
        

        
          contamination out of the filter, thanks to drum filter technology
        

        
          • Long service life and high quality filter sponges offer the best
        

        
          conditions for the filter biology
        

        
          • Outstanding filter capacity with intelligent control functions
        

        
          • A watertight microcontroller system monitors and controls the
        

        
          main functions, operation is as easy as child’s play (plug & play)
        

        
          • The filter is flushed only by cleaned pond water. Therefore a fresh
        

        
          water connection is not required.
        

        
          • Powerful, high-quality pressure pump is integrated for flushing
        

        
          the drum
        

        
          • Incomparably quiet through extensive noise damping
        

        
          • Excellent filtration capacity to 150 µm and flow-through rates up
        

        
          to 12500 l / h for a crystal clear view
        

        
          • Individually removable sieve elements (no tools required) and
        

        
          free-wheeling functions for easy access to the drum interior
        

        
          • Pollutant rakes on the sieves for reliable removal of string algae
        

        
          and other larger particles from the drum
        

        
          • Less string algae through continuous removal of phosphates
        

        
          and nutrients
        

        
          • Pollutant discharge incl. slide valve
        

        
          • Innovative and reliable product »made in Germany*«
        

        
          (*except pressure pump)
        

        
          • Available from March 2015
        

        
          
            Compact high-performance filter with drum filter
          
        

        
          
            technology
          
        

        
          *
        

        
          P. 250
        

        
          Only Bitron C
        

        
          Max. watercourse height = height of the filter discharge
        

        
          Filters & Aerators
        

        
          Flow-through filters
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