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            With the AquaSkim Gravity skimmer
          
        

        
          
            you can equip your gravity fed system
          
        

        
          
            with a skimmer, even if you
          
        

        
          
            do not have a shallow
          
        

        
          
            water zone. Suitable
          
        

        
          
            for all DN 110 pipes.
          
        

        
          
            The ProfiSkim Premium
          
        

        
          
            is suitable for pond
          
        

        
          
            surfaces up to 65 m² and its stainless steel
          
        

        
          
            base enables easy installation.
          
        

        
          
            It is equipped with 2″ and
          
        

        
          
            DN 110 connection possibilities
          
        

        
          
            and is suitable for use in
          
        

        
          
            gravity fed systems, as well
          
        

        
          
            as in pump fed systems.
          
        

        
          Module filters
        

        
          The ProfiClear Classic filter system
        

        
          consists of 4 modules
        

        
          that together ensure clear natural ponds, swim ponds, or fish
        

        
          ponds.
        

        
          ProfiClear Classic
        

        
          This filter system is characterised by power
        

        
          ful filter performance and flexible modules that can be extended.
        

        
          These modules enable individual capacity adaptation if the pond is
        

        
          enlarged or if fish stock is increased.
        

        
          
            Special features
          
        

        
          • High filter capacity for large natural ponds and
        

        
          swim ponds up to 200 m³
        

        
          • Can be used as a gravity fed system, or as a pump fed system
        

        
          • Consists of 4 modules with flexible extension possibility
        

        
          • Convenient – only requires occasional, manual cleaning
        

        
          • Average water circulation of 12 m³/h
        

        
          • Noiseless function
        

        
          • Moderate space requirements
        

        
          Even koi owners can fully rely on the intelligent
        

        
          ProfiClear Premium filter system
        

        
          with 3 different modules,
        

        
          because with the fully automatic system even koi ponds and
        

        
          other ponds get outstanding water quality.
        

        
          ProfiClear Premium
        

        
          This new generation of intelligent filter
        

        
          system is the further development of the Classic series and pro
        

        
          vides incomparable filter performance and unusual functions.
        

        
          
            Special features
          
        

        
          • First class filter capacity for natural ponds and swim ponds
        

        
          up to 260 m³, in particular for koi ponds to 50 m³
        

        
          • Can be used as a gravity fed system, or as a pump fed system
        

        
          • Consists of 3 modules with flexible capacity extension
        

        
          possibility through addition of a Moving Bed module,
        

        
          as well as filling of the individual module
        

        
          • Maximum convenience thanks to intelligent self cleaning and
        

        
          reliable self monitoring
        

        
          • Maximum water circulation of 33 m³/ h in the gravity fed
        

        
          system
        

        
          • Low-noise function
        

        
          • Low space requirements
        

        
          Filters & Aerators
        

        
          Module filters
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