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          Selection table – ProfiClear Premium
        

        
          
            Natural ponds & swim ponds
          
        

        
          
            40 m³
          
        

        
          
            60 m³
          
        

        
          
            80 m³
          
        

        
          
            100 m³ 120 m³ 160 m³ 200 m³
          
        

        
          Drum filter module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          Moving Bed filter module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          2
        

        
          2
        

        
          2
        

        
          Individual module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          Bitron 72 W
        

        
          EA
        

        
          1
        

        
          1
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          Bitron 110 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          1
        

        
          1
        

        
          –
        

        
          –
        

        
          –
        

        
          Bitron Eco 120 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          –
        

        
          –
        

        
          Bitron Eco 180 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          –
        

        
          Bitron Eco 240 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          Bitron Gravity (gravity fed system)
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          2
        

        
          2
        

        
          2
        

        
          Pump capacity /h = pond size / 8
        

        
          This table considers the usual flow losses within the filter system.
        

        
          
            All references regarding our Filter/UVC combinations for special pond sizes are based on Mid-European climatic conditions.
          
        

        
          
            For other regions they could differ due to the water temperature and sun intensity.
          
        

        
          
            With fish stock
          
        

        
          
            20 m³
          
        

        
          
            30 m³
          
        

        
          
            40 m³
          
        

        
          
            50 m³
          
        

        
          
            60 m³
          
        

        
          
            80 m³
          
        

        
          
            100 m³
          
        

        
          Drum filter module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          Moving Bed filter module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          2
        

        
          2
        

        
          2
        

        
          Individual module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          Bitron 72 W
        

        
          EA
        

        
          1
        

        
          1
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          Bitron 110 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          1
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          Bitron Eco 120 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          1
        

        
          –
        

        
          –
        

        
          Bitron Eco 180 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          –
        

        
          Bitron Eco 240 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          Bitron Gravity (gravity fed system)
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          2
        

        
          2
        

        
          2
        

        
          Pump capacity /h = pond size / 4
        

        
          This table considers the usual flow losses within the filter system.
        

        
          
            All references regarding our Filter/UVC combinations for special pond sizes are based on Mid-European climatic conditions.
          
        

        
          
            For other regions they could differ due to the water temperature and sun intensity.
          
        

        
          
            Koi ponds
          
        

        
          
            15 m³ 20 m³ 25 m³ 40 m³
          
        

        
          
            (pumped)
          
        

        
          
            50 m³
          
        

        
          
            (gravitation)
          
        

        
          
            60 m³ 70 m³ 90 m³
          
        

        
          Drum filter module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          2*
        

        
          2*
        

        
          2*
        

        
          Moving Bed filter module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          2
        

        
          3
        

        
          3
        

        
          3
        

        
          4
        

        
          Individual module
        

        
          EA
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          1
        

        
          2
        

        
          2
        

        
          2
        

        
          Bitron 110 W
        

        
          EA
        

        
          1
        

        
          1
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          Bitron Eco 120 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          1
        

        
          –
        

        
          –
        

        
          2
        

        
          1
        

        
          –
        

        
          Bitron Eco 180 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          –
        

        
          –
        

        
          1
        

        
          1
        

        
          Bitron Eco 240 W
        

        
          EA
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          –
        

        
          1
        

        
          Bitron Gravity (gravity fed system)
        

        
          EA
        

        
          1
        

        
          1
        

        
          2
        

        
          –
        

        
          2
        

        
          3
        

        
          4
        

        
          4
        

        
          Pump capacity /h = pond size / 1.5
        

        
          * Double-row configuration (the filter systemmust be operated in two filter rows that are separate from each other) see illustration on the left.
        

        
          This table considers the usual flow losses within the filter system and expert recommendations for sterilisation capacity in koi ponds.
        

        
          
            All references regarding our Filter/UVC combinations for special pond sizes are based on Mid-European climatic conditions.
          
        

        
          
            For other regions they could differ due to the water temperature and sun intensity.
          
        

        
          Filters & Aerators
        

        
          Module filters
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