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              Top 3 product characteristics
            
          
        

        
          •
        

        
          Trouble free level detection thanks to
        

        
          a conductive sensor 12 V AC
        

        
          • Full setup flexibility through 20 m
        

        
          sensor cable
        

        
          • Solenoid valve closes automatically
        

        
          if there is a power outage
        

        
          Recommendation
        

        
          With automatic water replenishment you
        

        
          sustainably assure a stable water level.
        

        
          This is recommended for stable operation
        

        
          of a gravity fed drum filter system, such
        

        
          as the ProfiClear Premium or to protect
        

        
          sensitive technology from dry run.
        

        
          *
        

        
          P.251
        

        
          135
        

        
          
            Automatic water replenishment system
          
        

        
          • Complete set consisting of control system,
        

        
          ½′ solenoid valve and conductive level detection
        

        
          • Sensor can be shortened to 10 mm switching
        

        
          differential
        

        
          • Sensitivity of the sensor can be adjusted
        

        
          • LED status display for the solenoid valve
        

        
          • Integrated switching hysteresis to prevent undesired
        

        
          replenishment through waves
        

        
          • The control system can be conveniently mounted
        

        
          on a wall
        

        
          • Including sensor fastening element for projecting
        

        
          pond edges
        

        
          • Servo-controlled 230 V brass solenoid valve
        

        
          (splashproof installation required)
        

        
          Technical data
        

        
          ProfiClear Guard
        

        
          Dimensions (L x W x H)
        

        
          mm
        

        
          120 x 55 x 111
        

        
          Rated voltage
        

        
          230 V / 50 / 60 Hz
        

        
          Connection
        

        
          mm
        

        
          13
        

        
          Connection
        

        
          ½′
        

        
          Rated voltage – sensor
        

        
          V
        

        
          12
        

        
          Power consumption
        

        
          W
        

        
          3
        

        
          Net weight
        

        
          kg
        

        
          2.8
        

        
          Power cable length
        

        
          m
        

        
          2.0
        

        
          Cable length, sensor
        

        
          m
        

        
          20.0
        

        
          Cable length, valve
        

        
          m
        

        
          3.0
        

        
          Switching differential
        

        
          mm
        

        
          25
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          2
        

        
          
            Item no.
          
        

        
          
            50951
          
        

        
          ProfiClear Guard
        

        
          
            Extras
          
        

        
          Filters & Aerators
        

        
          Water replenishment system
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