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          PRO
        

        
          140
        

        
          • Suitable for ponds up to 110 m³
        

        
          • Elimination of suspended algae (green water)
        

        
          • Reduction of harmful bacteria and pathogen levels
        

        
          • UVC radiation is at its best at all times thanks to patented,
        

        
          autonomous bulb cleaning
        

        
          • Bypass technology enables optimal irradiation of the polluted
        

        
          water, even at high flow-through rates
        

        
          • Individual water flow adjustment for optimal adaptation to the
        

        
          connected filter pump
        

        
          • Integrated magnets protect the UVC technology against
        

        
          limescale deposits
        

        
          • Visual function check of the UVC bulb
        

        
          • 100%, VDE-certified safety; does not cause eye injuries
        

        
          • Quick release technology for easy bulb replacement
        

        
          • High quality workmanship with impact resistant plastic housing
        

        
          • Incl. high quality UVC bulb
        

        
          • Including OASE-Clear Water Guarantee*
        

        
          P.250
        

        
          in conjunction with
        

        
          the OASE flow-through filters, BioSmart, BioTec and ProfiClear
        

        
          
            UVC clarifiers with patented self cleaning and
          
        

        
          
            bypass technology
          
        

        
          Bitron C
        

        
          Schematic diagram: UVC in combination with OASE
        

        
          
            BioTec ScreenMatic
          
        

        
          Bitron C
        

        
          
            24 W
          
        

        
          Bitron C
        

        
          
            36 W/55 W
          
        

        
          Bitron C
        

        
          
            72 W/110 W
          
        

        
          *
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          Filters & Aerators
        

        
          UVC clarifiers
        

        
           
		        SEO Version
		        
			        [image: ] 
			        
				        

				        
				        Warning.

				        You are currently viewing the SEO version of !text.
It has a number of design and functionality limitations.

				        

				        We recommend viewing the Flash version or the basic HTML version of this publication.

			        

		        
		
		        


            
                Table of Contents
              
            |
            
                Flash Version
              
          

        

      

      
        
          1...,130,131,132,133,134,135,136,137,138,139
        
        
          141,142,143,144,145,146,147,148,149,150,...260
        
      

      
        Powered by FlippingBook
      

    

  