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          LunAqua Mini LED
        

        
          • 1 W power LED, available in neutral-white and warm-white
        

        
          • Suitable for use underwater and above the water
        

        
          • Suitable for permanent underwater use, thanks to
        

        
          protection class IP 68 (connection IP 44)
        

        
          • Easy to integrate in garden and pond design thanks
        

        
          to the small dimensions
        

        
          • 3 unit series circuit, incl. 12 V safety transformer
        

        
          • Ideal for illumination of fountains, ponds, and pond
        

        
          landscapes, as well as garden and terrace
        

        
          • High quality stainless steel details
        

        
          • Adjustable head for flexible alignment
        

        
          
            Compact and sophisticated: For accents in the garden and pond
          
        

        
          
            
              Top 3 product characteristics
            
          
        

        
          • 1 W power LED with strong
        

        
          illumination range
        

        
          • 3 neutral-white or warm white LED
        

        
          light fixtures, switched in series
        

        
          • Energy efficient
        

        
          Recommendation
        

        
          The LunAqua Mini LEDs are ideal for illu-
        

        
          mination of fountains, ponds, and pond
        

        
          landscapes, as well as garden and terrace.
        

        
          Technical data
        

        
          LunAqua Mini
        

        
          
            LED
          
        

        
          LunAqua Mini
        

        
          
            LED warm
          
        

        
          Dimensions (Ø x H)
        

        
          mm
        

        
          75 x 110
        

        
          Rated voltage (primary, secondary)
        

        
          220 – 240 V / 50/60 Hz, 0–12V/350mA/DC
        

        
          Power consumption light fixture
        

        
          W
        

        
          < 1
        

        
          Energy efficiency category light fixture*
        

        
          1
        

        
          A+
        

        
          Power consumption set
        

        
          W
        

        
          2
        

        
          Protection class
        

        
          IP 68, IP 44 (power unit)
        

        
          Cable length 12 V device
        

        
          m
        

        
          2.00 (power unit) + 3.00
        

        
          Cable length between spotlights
        

        
          m
        

        
          1.50
        

        
          Net weight
        

        
          kg
        

        
          2.00
        

        
          Guarantee (+ request guarantee)*
        

        
          P.251
        

        
          Years
        

        
          3 + 2
        

        
          Illuminant type
        

        
          LED
        

        
          Number of individual LEDs
        

        
          EA
        

        
          1
        

        
          Light flux
        

        
          lm
        

        
          46
        

        
          44
        

        
          Light colour
        

        
          Neutral-white
        

        
          Warm-white
        

        
          Half peak angle
        

        
          Degrees
        

        
          30
        

        
          
            Item no.
          
        

        
          
            50512
          
        

        
          
            50513
          
        

        
          
            *
          
        

        
          
            1
          
        

        
          
            Additional instructions concerning the energy efficiency classes are provided on page 245
          
        

        
          Illumination & Power
        

        
          LED spotlights
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