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            Additional instructions concerning the energy efficiency classes are provided on page 245
          
        

        
          Technical data
        

        
          LunAqua 3
        

        
          
            Solo
          
        

        
          LunAqua 3
        

        
          
            Set 1
          
        

        
          LunAqua 3
        

        
          
            Set 2
          
        

        
          LunAqua 3
        

        
          
            Set 3
          
        

        
          Dimensions (Ø x H)
        

        
          mm
        

        
          85 x 110
        

        
          Rated voltage
        

        
          12 V/AC
        

        
          –
        

        
          Rated voltage (primary, secondary)
        

        
          –
        

        
          230 V/50 Hz, 12 V/AC
        

        
          Power consumption light fixture
        

        
          W
        

        
          20
        

        
          Energy efficiency category light fixture*
        

        
          1
        

        
          B
        

        
          Power consumption set
        

        
          W
        

        
          25
        

        
          45
        

        
          68
        

        
          Protection class
        

        
          IP 68, IP 44 (power unit)
        

        
          Cable length 12 V device
        

        
          m
        

        
          –
        

        
          2.00 (power unit) + 5.00
        

        
          Net weight
        

        
          kg
        

        
          0.44
        

        
          1.82
        

        
          3.08
        

        
          4.44
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          2
        

        
          Illuminant type
        

        
          Halogen
        

        
          Light flux
        

        
          lm
        

        
          300
        

        
          Half peak angle
        

        
          Degrees
        

        
          10 – 40
        

        
          Number of cable entries
        

        
          EA
        

        
          2
        

        
          1
        

        
          Transformer
        

        
          No
        

        
          Yes
        

        
          Safety transformer
        

        
          –
        

        
          ST 20
        

        
          ST 45
        

        
          ST 60
        

        
          Description
        

        
          • Garden light for use underwater and
        

        
          above the water in a new design
        

        
          • Can be connected in series or parallel
        

        
          • 2 cable outlets
        

        
          • High quality PG couplings
        

        
          • Includes mounting element with
        

        
          adjusting unit and suitable ground
        

        
          stake
        

        
          • With 20W illuminant
        

        
          • Other 35W illuminants can be used
        

        
          • Complete sets offer numerous possibilities for garden and pond lighting
        

        
          • Consisting of LunAqua 3 spotlight(s) and pro set either 1 x, 2 x or 3 x ground
        

        
          stake, wall/floor bracket, spotlight base, nozzle bracket, coloured lens set
        

        
          • Modern design makes the light fixture itself an attractive eye catcher
        

        
          • With spray water resistant transformer
        

        
          • Spotlights work in a parallel circuit replacement is easily executed
        

        
          Item no. (GB-Version)
        

        
          –
        

        
          57206
        

        
          
            Item no.
          
        

        
          
            57141
          
        

        
          
            56903
          
        

        
          
            56904
          
        

        
          
            56905
          
        

        
          LunAqua 3 Solo / 3 Sets
        

        
          Illumination & Power
        

        
          Halogen spotlights
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