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          SolarModul 35
        

        
          
            Solar cell for power generation
          
        

        
          •  Extremely high efficiency levels
        

        
          •  Compact dimensions, high impact
        

        
          resistance and break resistance and
        

        
          long service life
        

        
          • With stand, 10 m power cable and
        

        
          special plugs for connecting to the
        

        
          other OASE solar devices
        

        
          SolarModul
        

        
          
            35
          
        

        
          Dimensions (L x W x H)
        

        
          mm
        

        
          600 x 40 x 600
        

        
          Power cable length
        

        
          m
        

        
          10.00
        

        
          Net weight
        

        
          kg
        

        
          8.00
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          2
        

        
          Setup type
        

        
          Dry installation only
        

        
          
            Item no.
          
        

        
          
            37105
          
        

        
          Aquarius
        

        
          Solar
        

        
          
            700
          
        

        
          Aquarius
        

        
          Solar
        

        
          
            1500
          
        

        
          Dimensions (L x W x H)
        

        
          mm
        

        
          217 x 130 x 134
        

        
          Rated voltage
        

        
          V
        

        
          12V/ DC
        

        
          Power consumption
        

        
          W
        

        
          8
        

        
          17
        

        
          Power cable length
        

        
          m
        

        
          5.00
        

        
          Net weight
        

        
          kg
        

        
          1.40
        

        
          1.70
        

        
          Guarantee (+ request guarantee)*
        

        
          P.251
        

        
          Years
        

        
          3 + 2
        

        
          Max. flow rate
        

        
          l/min
        

        
          12
        

        
          25
        

        
          Max. flow rate
        

        
          l/h
        

        
          700
        

        
          1500
        

        
          Max. head height
        

        
          m
        

        
          2.00
        

        
          3.00
        

        
          Connection pressure-side + for hoses
        

        
          mm
        

        
          13
        

        
          Connection pressure-side + for hoses
        

        
          ½"
        

        
          Filter intake surface
        

        
          mm/"
        

        
          19, 25 / ¾", 1"
        

        
          Electronic adjustment
        

        
          cm²
        

        
          825
        

        
          Number of nozzles
        

        
          EA
        

        
          3
        

        
          Telescopic nozzle extension
        

        
          cm
        

        
          16–29
        

        
          Setup type
        

        
          Underwater installation only
        

        
          
            Item no.
          
        

        
          
            56888 56889
          
        

        
          Aquarius Solar 700 / 1500
        

        
          
            Fountain for solar operation (see also page 54)
          
        

        
          • Connection to the optional Solar
        

        
          Module 35 or to the optional
        

        
          OASE SolarSafe 41 storage and
        

        
          control unit
        

        
          • Ideal for locations without
        

        
          power supply
        

        
          • The detachable wings can be
        

        
          placed in the shallow bank area
        

        
          • Telescopic pipe extension with
        

        
          integrated swivel head for
        

        
          individual alignment of the
        

        
          fountain
        

        
          • 3 fountain attachments included
        

        
          in the scope of delivery
        

        
          SolarSafe
        

        
          
            41
          
        

        
          Dimensions (L x W x H)
        

        
          mm
        

        
          360 x 360 x 270
        

        
          Net weight
        

        
          kg
        

        
          15.54
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          2
        

        
          Setup type
        

        
          Dry installation only
        

        
          
            Item no.
          
        

        
          
            56896
          
        

        
          SolarSafe 41
        

        
          
            Storage and control unit for OASE solar power system
          
        

        
          •  Matched electronics ensure con-
        

        
          stant and uniform power to the
        

        
          consumers equipment
        

        
          •  The 12V solar battery is charged
        

        
          with excess solar energy while the
        

        
          solar modules are in operation
        

        
          •  Connection possibility for up to 2
        

        
          solar modules, maximum 3 devices
        

        
          •  Indicator light shows charge status
        

        
          LunAqua
        

        
          
            Solar
          
        

        
          Dimensions (Ø x H)
        

        
          mm
        

        
          85 x 110
        

        
          Rated voltage
        

        
          V
        

        
          12V/ DC
        

        
          Power consumption
        

        
          W
        

        
          2
        

        
          Energy efficiency category light fixture*
        

        
          1
        

        
          A
        

        
          Power cable length
        

        
          m
        

        
          5.00
        

        
          Net weight
        

        
          kg
        

        
          1.30
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          3
        

        
          Light flux
        

        
          lm
        

        
          31
        

        
          Light colour
        

        
          Warm-white
        

        
          Setup type
        

        
          Can be setup underwater & dry
        

        
          
            Item no.
          
        

        
          
            56894
          
        

        
          LunAqua Solar     
        

        
          
            Impressive light effects underwater
          
        

        
          
            and above water
          
        

        
          •
        

        
          DC operated LED spotlight with
        

        
          bright white light emitting diodes
        

        
          and attractive coloured lens set
        

        
          (red, orange, green, blue)
        

        
          •  Low energy consumption
        

        
          •  Can be used underwater and
        

        
          above the water surface
        

        
          •  Easy mounting with ground stake,
        

        
          wall/ground bracket, and spotlight
        

        
          base, as well as nozzle holder for
        

        
          fastening, e.g. on a fountain
        

        
          
            *
          
        

        
          
            1
          
        

        
          
            Additional instructions concerning the energy efficiency classes are provided on page 245
          
        

        
          Illumination & Power
        

        
          Solar components
        

        
           
		        SEO Version
		        
			        [image: ] 
			        
				        

				        
				        Warning.

				        You are currently viewing the SEO version of !text.
It has a number of design and functionality limitations.

				        

				        We recommend viewing the Flash version or the basic HTML version of this publication.

			        

		        
		
		        


            
                Table of Contents
              
            |
            
                Flash Version
              
          

        

      

      
        
          1...,203,204,205,206,207,208,209,210,211,212
        
        
          214,215,216,217,218,219,220,221,222,223,...260
        
      

      
        Powered by FlippingBook
      

    

  