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            Liner types and areas of implementation
          
        

        
          
            Choosing Pond Liner
          
        

        
          Constructing a pond with liner offers an infinite variety of design
        

        
          possibilities. The larger the pond or the more stress to which the
        

        
          pond is subjected, the thicker the liner should be. Single liner strips
        

        
          from the roll can be quickly and easily connected together with
        

        
          the appropriate OASE accessory (see page 223).
        

        
          
            They are available in different versions:
          
        

        
          
            Pond liner
          
        

        
          
            • OASEFol
          
        

        
          rubber liner offers particular stretch capacity, it is
        

        
          particularly robust, flexible to lay out, and easy to work with.
        

        
          
            • AlfaFol
          
        

        
          is a single-ply PVC liner; it is available in two thicknesses
        

        
          and colours.
        

        
          
            Swim pond liners
          
        

        
          
            • SwimFol
          
        

        
          is extremely tough and ideally suited for implementation
        

        
          in swim ponds.
        

        
          
            Decorative liner
          
        

        
          
            • Stone liner
          
        

        
          is a robust decorative liner with fleece coating
        

        
          that can be quickly and easily applied to the pond liner with
        

        
          PVC liner adhesive or UniFix+. The stone liner is now also
        

        
          available in the colour granite-grey.
        

        
          
            
              Liner information
            
          
        

        
          
            
              PVC liner
            
          
        

        
          
            • PVC liner is manufactured from plastic
          
        

        
          
            and can be welded or bonded.
          
        

        
          
            • It is characterised by an outstanding
          
        

        
          
            price / performance ratio; minor damage,
          
        

        
          
            e.g. due to garden tools can be quickly
          
        

        
          
            and easily repaired.
          
        

        
          
            • Temperatures above 10 Celsius are ideal
          
        

        
          
            for installation.
          
        

        
          
            • PVC liner is suitable for all pond types, small
          
        

        
          
            reservoirs and rainwater retention basins.
          
        

        
          
            • Should always be protected from rocks and
          
        

        
          
            roots through a pond fleece
          
        

        
          
            • We provide a 15-year guarantee*
          
        

        
          
            P.251
          
        

        
          
            on our AlfaFol PVC pond liner.
          
        

        
          
            
              EPDM liner
            
          
        

        
          
            • Consists of a synthetic rubber material and is
          
        

        
          
            environmentally friendly.
          
        

        
          
            • It is flexible, ductile, and easy to process.
          
        

        
          
            EPDM liner is UV-resistant and ozone-
          
        

        
          
            resistant.
          
        

        
          
            • OaseFol EPDM is available in the standard
          
        

        
          
            thickness of 1.00 mm, as well as in thicknes-
          
        

        
          
            ses 1.14 mm or 1.52 mm (in container loads).
          
        

        
          
            • EPDM is suitable for all pond types, small
          
        

        
          
            reservoirs and rainwater retention basins.
          
        

        
          
            We recommend protecting the liner from
          
        

        
          
            rocks and roots through a pond fleece.
          
        

        
          
            • Should always be protected from rocks and
          
        

        
          
            roots through a pond fleece
          
        

        
          
            • We provide a 20-year guarantee*
          
        

        
          
            P.251
          
        

        
          
            on our
          
        

        
          
            OaseFol EPDM pond liner.
          
        

        
          
            
              Calculation aid
            
          
        

        
          
            How much liner is required for a pond?
          
        

        
          
            
              There are two formulas for calculating liner
            
          
        

        
          
            
              requirements:
            
          
        

        
          
            Length + 2 x depth
          
        

        
          
            (at the deepest point of the excavation)
          
        

        
          
            +
          
        

        
          
            2 x 50 cm = length of the liner
          
        

        
          
            Width + 2 x depth
          
        

        
          
            (at the deepest point of the excavation)
          
        

        
          
            +
          
        

        
          
            2 x 50 cm = width of the liner
          
        

        
          
            
              Recommendation
            
          
        

        
          
            The pond liner can be damaged by strong
          
        

        
          
            root development, such as occurs with bam-
          
        

        
          
            boo. Consequently ensure that strong root-
          
        

        
          
            ing plants are always planted in the pond
          
        

        
          
            with root protection liner and root barrier.
          
        

        
          
            We recommend coordinating your planting
          
        

        
          
            ideas with your plant supplier beforehand.
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