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            Spiral hose, black
          
        

        
          
            ¾"
          
        

        
          
            1"
          
        

        
          
            1¼"
          
        

        
          
            1½"
          
        

        
          Diameter
        

        
          mm
        

        
          19
        

        
          25
        

        
          32
        

        
          38
        

        
          Length
        

        
          m
        

        
          5.00
        

        
          10.00
        

        
          5.00
        

        
          10.00
        

        
          5.00
        

        
          10.00
        

        
          5.00
        

        
          10.00
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          2
        

        
          Colour
        

        
          Black
        

        
          Material
        

        
          PVC
        

        
          Max. operating pressure
        

        
          bar
        

        
          1.00
        

        
          Description
        

        
          •  Practical hose sections in 5 m / 10 m length
        

        
          •  Handy, light and easy to carry
        

        
          •  Smooth, flow optimised inner wall design
        

        
          •  Flexible PVC material
        

        
          •  Temperature resistant from –15°C to +50°C
        

        
          •  Pressure: 1 bar
        

        
          
            Item no.
          
        

        
          
            57529
          
        

        
          
            57562
          
        

        
          
            57530
          
        

        
          
            57531
          
        

        
          
            57563
          
        

        
          
            57564
          
        

        
          
            57532
          
        

        
          
            57533
          
        

        
          Hoses & connectors
        

        
          Spiral hose
        

        
          
            NEW
          
        

        
          SwimFlex
        

        
          
            SwimFlex
          
        

        
          
            DA 50
          
        

        
          Diameter
        

        
          mm
        

        
          50
        

        
          Length
        

        
          m
        

        
          25.00
        

        
          Guarantee*
        

        
          P.251
        

        
          Years
        

        
          2
        

        
          Colour
        

        
          Black
        

        
          Material
        

        
          PVC
        

        
          Max. operating pressure
        

        
          bar
        

        
          7.00
        

        
          Description
        

        
          • Flexible PVC line
        

        
          •  Extremely tough
        

        
          •  For easy installation of pipelines
        

        
          in swim ponds
        

        
          •  Can be bonded to PVC connection
        

        
          fittings
        

        
          •  On the roll
        

        
          •  Temperature resistant
        

        
          from –20 °C to +60 °C
        

        
          • Pressure: 7 bar
        

        
          Item no. (GB-Version)
        

        
          Not available in GB!
        

        
          
            Item no.
          
        

        
          
            37288
          
        

        
          
            To optimally exploit the capacities of the
          
        

        
          
            pump,
          
        

        
          
            select the largest hose diameter possible.
          
        

        
          
            Inadequate hose diameters or angled hose
          
        

        
          
            joints and flow-through obstructions through
          
        

        
          
            hose connections impact the flow-rate!
          
        

        
          
            More information concerning pressure losses
          
        

        
          
            on page 244.
          
        

        
          
            Tip!
          
        

        
          Pond Construction & Decoration
        

        
          Hoses & connectors
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