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          The Bitron Eco is a highly efficient UVC clarifier for
        

        
          high intensity treatment of suspended algae, sub-
        

        
          stances that cause turbidity and harmful bacteria. It
        

        
          is available in a 120 W, 180 W or 240 W version and is
        

        
          suitable for ponds up to 240 m². The innovative UVC
        

        
          lamp technology enables high flow-through rates at
        

        
          optimum energy efficiency with high energy-saving
        

        
          potential.
        

        
          Maximum efficiency, thanks to a perfect combina-
        

        
          tion of flow rate and irradiation intensity
        

        
          Lower replacement bulb costs thanks to a 50 % lon-
        

        
          ger service life (12000 h)
        

        
          Clear water with up to 50 % less energy costs**
        

        
          
            More economical consumption, more powerful in
          
        

        
          
            the result.
          
        

        
          Thus, the Bitron Eco sets new standards: As opposed to
        

        
          simple UVC devices without energy saving function that
        

        
          irradiates throughout the entire year with undiminished
        

        
          capacity and thus waste energy, the Bitron Eco optimally
        

        
          adapts itself to the seasonal progression of algae growth.
        

        
          Therefore, only as much energy is used which is actually
        

        
          required. In this manner you achieve maximum results,
        

        
          save energy and money and protect the environment
        

        
          at the same time!
        

        
          UVC pond clarifier Bitron ECO
        

        
          100 % more capacity*, with up to 50 % energy savings!**
        

        
          
            Additional information from your OASE stockist at
          
        

        
          
            
              www.oase-livingwater.com/eco
            
          
        

        
          Algae and pathogen burden over the course of the
        

        
          year: energy consumption of the classic UVC device
        

        
          (upper axis) and – thanks to intelligent control tech-
        

        
          nology – the performance curve of the Bitron Eco
        

        
          tracks algae growth throughout the course of the year.
        

        
          * Calculated using the example of the Bitron Eco 240 W, as compared with the predecessor
        

        
          model Bitron C 110 W; 305 days operation in Eco mode 50% and Central European
        

        
          temperature profile. With a different combination the savings may be less.
        

        
          ** As compared with devices without an energy saving function in continuous operation.
        

        
          Bitron Eco 240 at 305 days of operation in EcoMode 50 % and Central European tempera-
        

        
          ture profile.
        

        
          With a different combination the savings may be less. CO
        

        
          2
        

        
          calculation:
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